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Mifare+ZiP=MIZIP

the new formula of the N&W cashless h
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N&W GLOBAL VENDING Ltd.
P.O. Box 25, Dudley Street
Bilston
West Midlands WV14 OLF
Ph. +44 (0)1902 355 000
Fax +44 (0)1902 402 272

www.nwglobalvending.co.uk
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MiZiP, the new N&W cashless payment system,
was developed to respond to the needs of an
increasingly wide customer base.

The new range, comprises of two models (MiZiP
and MiZiP plus), and is based on the Mifare
contactless technology, which ensures reliability
and a high level of security.

The MiZiP model is offered to those who wish to
have a system that is simple to use but highly
reliable.

The MiZiP plus model is for those who wish to
use advanced software functions, such as
bonuses, loyalty programs, happy hours,
traceability of all transactions, and is looking for
a full optional system that includes all these
functions without having to purchase additional
interfaces.

The MiziP model is available in the key and
key+card versions. Both can be purchased with
Executive or MDB interface.

IafdiE

The reader consists of a single bloc, which
incorporates both the circuits for the reading
functions and the microprocessor control
electronics. Moreover, the key version includes
the interface for direct connection to a 24 V coin
validator.

The connection with the different payment
devices (validator, bill reader, change-giver coin
mechanism) is through special additional
modules.

The MiZiP model is also available in the 12 V key
and key+card versions for installation in a variety
of vending machines, for example, the Colibri.
The key version also includes the interface direct
connection to a 24 V coin validator.

Installation

The MiZiP reader is a compact model, where the
control electronics is integrated in the reading head.
This considerably facilitates the installation in the
vending machine, reducing installation time.

| configuration flexibility, even with vending
machines opératmg in Executive price holding.
The purchase price of the different products can
" be dlfferentrated aCCordrng to the payment
‘method: the products paid with coins can have |
different prrces from the ones paid wrth the
keylcard In addrtron ‘through the use of
different dlscount Ievels itis possrble to further

Wil 'd|verS|fy the sales prlces for users Who have a,
key/card gt [l

The MiZiP plus model, also available in the key and
key+card versions, represents an absolute novelty
for the cashless systems developed by N&W.

readrng technology ‘the one on whrch the
systems of the Zip and Conpas range are based
“and the one of the Mifare systems | '
The keys of the current ZiP and Conpas range
M can therefore be used alsoin the new systems of
the MiziP range S UL et (it

Thanks to the integration of all functions within
the CPU, it is not necessary to purchase any
additional interface and the payment devices can
be connected, through special cables, directly to
the CPU board.

i communlcatlon radllo -frequency of 13. 56MHz.

with a hrgh level of security and reliability.
Thanks tto this technology it'is also possible to

appllcatrons (access control restaurant area,

. parking area, vending, photocopiers, etc. ‘
The MiZiP plus model includes within the functions il ¥ AN 9P .t il ! ). !

of the Maxi Box module, currently present in the
ZiP range, for recording the individual
transactions.
The collected transactions regard for example:
@ signalling of system malfunctions
@ credit present in each individual key
@ details of each individual transaction

(date, time, place, etc.).
The data regarding the individual transactions can
be collected through the Maxi Key and consulted
thanks to free software included in the application
suite of the new MiZiP range.
The MiZiP plus model also permits the use of
advanced software functions (bonus, loyalty
programmes, happy hours and promotions).

The readers can be programmed through
la SpECIfIC Programmer .

MiZiP'Data key which permits the cloning of
| the/miain configuration data of the system

Installation

The MiZiP plus reader is fitted with a reading head
and a control CPU.

The CPU has two securing slots of a similar size to
the ones of a change-giver coin mechanism, so as
to be installed easily and quickly in the event there
is no coin mechanism in the vending machine.

Maxi; multi-function key, which permits the
configuration of a system in detail thanks to
specific software for RC: Maxi Key Setup;

| | The user can have 100 price lines for very high |

The readers of the new M|Z|P rahge all have dual

The ‘Mifare. technology is based on a

"It is a standard |that combines high versatlllty "

\Ishare| the same Mifare card among different .:.




